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RYAN ALEXANDER GREGG: Development of a Laser-Induced Breakdown 
Spectrometer for Lead-Free Gunshot Residue Analysis 
(Under the direction of Dr. Nathan Hammer) 
 
  Research has demonstrated that Laser‐Induced Breakdown Spectroscopy (LIBS) can be used as an 
effective method of screening  for  the common elemental components  in gunshot residue. Barium  (Ba), 
lead  (Pb), and antimony  (Sb) make up the primer cap of most ammunition  involved  in  forensic gunshot 
residue  analysis.  Recently,  ammunition  manufacturers  have  started  producing  and  popularizing 
ammunition with zinc  (Zn),  titanium  (Ti), and gadolinium  (Gd) primer components  that are non‐toxic  to 
the environment. This paper discusses  the development of  the Ole Miss Department of Chemistry and 
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1 Overview of Gunshot Residue 
  Gunshot  residue  (GSR)  is  the  term given  to  the group of small particles  released  from 
the discharge of a firearm. These particles can be collected by forensic scientists and analyzed to 
provide  useful  evidentiary  data  in  solving  crimes.  This  chapter  is  an  introduction  into  the 
composition  and mechanism of GSR particle  formation. This overview will be  concluded by a 
discussion of the methods of GSR analysis, as well as the forensic application of GSR data.  
1.1 Mechanism of Formation and Composition  
  The mechanism behind the formation of GSR comes directly from the chemical reactions 
that take place when a firearm is discharged. On the back of all ammunition cartridges is a small 













behind  the  bullet.  As  the  pressure  continues  to  build  up  in  the  chamber,  the  bullet will  be 
expelled  from  the cartridge  towards  the end of  the barrel. While  the bullet  is being propelled 
out the end of the barrel with the propellant, the gas mixture of the propellant and the primer 
components  (known  together as  the GSR plume) can exit  the weapon  through  the end of  the 
barrel or other firearm openings. Such openings could include the moving slide of a handgun or 
the swing out cylinder of a revolver. Upon being expelled from the firearm, the GSR plume will 







Each  different  type  of  bullet will  have  different  compartmental  structures  inside  the 







propellant. When  the  firing pin strikes down on  the primer cap after  the  trigger  is pulled,  the 







  The composition of  the primer mixtures  in ammunitions have evolved  into many new 
groups  of  primer  classifications  over  the  past  century. Modern  day  ammunition  primers  are 
divided into three classes; mercuric, non‐corrosive and lead‐free primers2. Mercuric primers are 
found in older military ammunition and have become less popular during the past half century. 
The  composition  of  these  primers  includes  mercury  fulminate  as  the  initiator,  potassium 
chlorate as the oxidizer, and  lead azide as the fuel. The reason behind the  lack of popularity  in 
these mercuric primers is that the primer is composed of corrosive elements that can decrease 
the  lifetime of  the barrels  in  firearms. The potassium chlorate would  form potassium chloride 
during  the  combustion  reaction  and  consequently  cause  the  gun  to  hold  in  moisture  that 
deteriorates the inside of the barrel. The mercury present also caused deterioration of the guns 
barrel  by  amalgating  with  the  brass  case  of  the  bullet.  The  discovery  of  mercuric  primer 
corrosion  lead  to  the  formulation  of  non‐corrosive  primers  using  entirely  new  primer 
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ammunitions  manufacturers  have  become  more  environmentally  conscious.  This  class  of 
primers  has  chosen  to  replace  the  toxic  Ba,  Pb,  and  Sb  compounds  with  less  hazardous 
compounds like Al, Si, Cu, Zn, Ti, S, and Ca6. Lead‐free primers have also become popular among 
indoor  gun  rages due  to  the  removal of hazardous  gases  from  the  enclosed  space of  indoor 
facilities. This thesis will  focus primarily on analyzing  lead‐free primer ammunition, specifically 
the  SINTOX® Ammunition  from  RUAG  Holding  Inc.  The  primer  components  of  those  bullets 
consist of  zinc oxide  and  titanium dioxide, with  a  gadolinium  tracer  compounds. All of  these 
components have a significantly Threshold Limit Value than those of the non‐corrosive primers 
and are  considered environmentally  safe7. Chapter 3 will discuss  the analysis of  the SINTOX® 
Ammunition in greater detail.  
1.2 Methods of Gunshot Residue Analysis 
  The specific testing options that have been developed to identify gunshot have changed 
dramatically over the past several decades. These tests include basic colorimetric tests, tests by 









  Colorimetric  tests  focusing  on  the  particles  of  GSR  are  still  in  use  today  both  as 
presumptive and field test methods. Harrrison and Gilroy first developed the two test method of 
identifying the barium,  lead and antimony particles  in GSR  in 19594. The first test  involved two 
reagents  that  were  coupled  together  to  systematically  identify  antimony  and  lead. 
Triphenylmethylarsonium was  first added  to produce a complex with antimony  that produced 
an orange color. Following the presence or absence of an orange color, sodium rhodizonate was 
added to produce a red color  if barium or  lead was present. A diluted solution of hydrochloric 
acid was added  in  last  to  serve as a  confirmation of  the presence of  lead by  forming a deep 
purple  color.  Since 1959, many  forensic  laboratories have  shortened  this  colorimetric  test  to 
only  use  the  sodium  rhodizonate  and  hydrochloric  acid  test.    This  test  was  found  to  have 
significantly fewer false positives than the paraffin test and can be performed in a much smaller 
period of time.  
  The purpose of  colorimetric  tests has  changed  significantly  since  the  shift of  forensic 
scientists  towards  instrumental  techniques.  While  colorimetric  tests  don’t  have  the  same 
significance  in  conclusively  identifying  GSR  in  criminal  investigations,  they  now  serve  the 
purpose  of  contributing  to  probable  cause  that  can  justify  further  investigation  into  certain 
suspects. These tests have also been converted into portable field tests and are in use by many 
law  enforcement  agencies  around  the  country.  The  ability  to  test  for GSR  at  a  crime  scene 
decreases the possibility of the suspect losing GSR due to washing or contact with other surfaces 
and consequently helps investigators get more accurate data to conclude that further testing is 
necessary.  The  inexpensive  nature  of  these  field  tests  for  GSR  also  means  that  forensic 
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laboratories  will  save money  on  more  expensive  instrumental  tests  by  eliminating  suspects 
negative for GSR by preliminary colorimetric tests.  
Bulk  analysis  of  GSR  consists  of  analyzing  the  entire  concentration  of  the  elemental 
components  that make up GSR  instead of  the  individual particles. For GSR analysis, numerous 
bulk  analytical  techniques  have  been  evaluated  for  their  efficiency  at  identifying  GSR  in  a 
sample.  The  primary  bulk  analysis methods  researched  for  GSR  detection  today  are  atomic 
absorption  spectrometry  (AAS),  inductively  coupled  plasma mass  spectrometry  (ICP‐MS),  and 
laser‐induced breakdown spectrometry (LIBS)5. Other less popular methods that have also been 
investigated  include  neutron  activation,  anodic  stripping  voltammetry,  and  X‐ray 
microfluorescence.  
  Atomic  absorption  spectrometry  is  one  of  the  oldest  analytical  methods  used  in 
determining qualitative and quantitative  information about  the elements  that make up a bulk 
sample. This analytical method  focuses on  the elemental components of a mixture converting 
into  the  gas  phase  and  absorbing  characteristic  wavelengths  of  radiation.  This  radiation 
consequently  raises  those  element’s  electrons  to  an  excited  energy  level.  The  result  of  this 
analysis  is  a  spectrum of  absorption  lines  for each  individual element. AAS has been used  in 
forensic laboratories to identify the Ba, Pb, and Sb primer components collected from a suspect. 
Forensic  laboratories use different sampling methods used to collect the GSR (lift tape, swabs, 
etc.)  and  as  a  result,  forensic  laboratory  instrumentation  can  include  a  number  of  different 





Benefits  that  come  from  utilizing  AAS  for  GSR  analysis  include  its  ability  to  analyze 
multiple  elements  simultaneously  and  its  low  cost  to  purchase  and  operate. While AAS may 
have  these  advantages,  it  also  has  many  serious  disadvantages  for  applications  in  forensic 
science. The detection  limits for AAS  limit  its application to samples taken only from the most 
concentrated areas where GSR is found4. Even in such concentrated areas as the shooting hand, 
AAS has too high of detection limits to quantify Sb and Ba in samples. The results of AAS analysis 
have  also  been  found  to  have  inconsistent  concentration  data.  This  inconsistent  data  is 
especially  troubling  in  forensic  analysis,  as  the  results  from  these  analyses  are  under  heavy 
scrutiny by both crime labs and the court system.  
  ICP‐MS  is a powerful analytical tool that has been applied to the analysis of GSR  in the 




solution  that  can  be  analyzed  by  the  ICP‐MS6.  A  nebulizer will  convert  the  solution  into  an 
aerosol  form  and  send  the  analyte  into  the  torch  chamber  containing  “inductively  coupled” 
argon gas. The “coupling” occurs as the argon gas  is exposed to energy given off by an RF coil 
and high energy plasma  is  formed  to atomize  the sample. The atoms exit  the  torch and enter 
into  the mass  spectrometer where  they  are  separated  and  analyzed based on  their mass‐to‐
charge ratios.  
  The overall design of an  ICP‐MS makes  it very useful  in analyzing  trace and ultratrace 




spent by a  forensic analyst  in programming  the  instrument. The  sample preparations done  in 
ICP‐MS are also very effective  in  reducing  the  interferences  from  the  sampling matrix.  Lastly, 
ICP‐MS  has  the  ability  to  do  isotope  ratio  studies  of  GSR  samples,  which  can  indicate  the 
abundance  of  specific  isotopes  of  Pb,  Sb,  and  Ba  found  in  a  given  sample7.  The  decrease  in 
detection  limit  does  produce  some  issues  that  impact  the  efficiency  of  ICP‐MS  in  forensic 
analysis. The sample preparation required to get the sample  into a solution that can be made 
into an aerosol  is  time consuming. For certain samples,  long periods of heating  in an oven or 
other  techniques  like microwave digestion may be  required  to purify  the  sample  for  the  ICP‐
MS6. This is problematic for forensic labs that see a large number of samples per day, especially 
due to the importance of producing results for a large number of samples. Cost is also an issue 





in  identifying  the  components  of  GSR.  GSR  particle  analysis  is  performed  exclusively  using 
scanning electron microscopy (SEM), an analytical technique that focuses a concentrated beam 
of electrons onto a  sample  surface  to produce X‐ray emission  spectra8. The  incident beam of 
electrons  interacts with  the elements  in  the  sample  to  knock out  the  inner orbital electrons, 
leaving  a  void  in  the  electron  orbital.  Electrons  from  higher  orbitals  will  begin  to  cascade 






created  by  a  standard  optical  microscope.  SEM  has  the  ability  to  magnify  an  image  up  to 
100,000X  to  the  point  where  detailed  images  of  microscopic  particles  of  GSR  can  be 
characterized  and  identified  based  on  their  morphology.  While  having  emission  spectra  for 
identification of individual elements is helpful, it is the ability to study particle morphology that 
makes  SEM  so  effective.    Researchers  have  found  GSR  particles  to  take  one  of  three 
morphological classes; uniform 1‐10 μm spheroids, irregular shaped particles formed as a result 
of heated  fusion of  smaller particles,  and  layered particles with a Pb outside with  Sb and Ba 
making up the core5.  
  SEM  is  considered  the most  effective method  of  analyzing  GSR  due  to  its  ability  to 
produce a wide array of useful and specific data. Identifying a sample particle of GSR based on 
both  emission  spectra  and morphology  gives  an  even  greater  assurance  of  accuracy  during 
testing. Other benefits  include  low detection  limits, the ability to automate SEMs to computer 
controlled  scanning,  and  non‐destructive  testing  of  samples9.  These  benefits  do  come  with 




that  aren’t  of  interest  and  that  work  can  slow  down  a  forensic  scientist  who  has  a  large 
caseload. Cost  is a very  important  issue  in using SEM as well. SEM  instruments equipped with 
the necessary detectors and scanning capabilities for forensic analysis of GSR can cost  into the 
hundreds of thousands of dollars, not including the necessary costs for the sample preparations 




1.3 Forensic Applications  
  The obvious application of identifying GSR on a suspect is to determine whether or not a 
person  in  question  for  a  crime has  recently discharged  a  firearm.  This  information  is  vital  in 
violent  gun  crimes  such  as  homicides,  assaults,  and  suicides.  The  process  of  collecting  the 
evidence  for these types of crimes can be very challenging. One of the most difficult tasks  for 
any forensic scientist or crime scene investigator is being able to successfully identify any aspect 
of  a  crime  scene  as  containing  possible  evidence.  This  can  be  especially  complicated when 
dealing  with  such  microscopic  particles  like  GSR.  The  mechanism  of  the  formation  and 
dispersion of GSR after the firing of a gun has been studied to determine where the most likely 
places that GSR can be found and  identified by analysis. The most common places to find GSR 
are  located on  the hands,  face,  clothes, and  various other objects  in  the environment of  the 
firearm discharge.  
Deposition  of GSR  on  the  hands  is most  commonly  due  to  the  hands  being  in  close 
proximity to the firearm openings that the GSR plume exits after the firearm is discharged. It is 
for  this  reason  that  the hands  contain  the highest  concentration of GSR particles as well and 
why GSR sampling methods for testing suspects heavily relies on sampling the hands. The most 











habits of  the  shooter, and various different environmental  factors9. For example,  two  studies 
have been conducted to specifically analyze the lifetime of gunshot residue on a shooters hands 





activities.  Silva  and Cortez  later  confirmed  this  study by  successfully  identifying  characteristic 
peaks  for Ba and Pb  in samples  taken  from subjects who had  fired one or  two  rounds  from a 
pistol, washed their hands, and been sampled 16 hours later9.  
When  searching  a  potential  suspect  for  GSR,  the  face,  clothing  and  crime  scene 
environment normally serve as secondary locations for testing. For larger firearms like rifles and 
shotguns,  the  face  can  have  deposition  of  GSR  from  the  shooter  looking  down  the  sight5. 
Clothing can be a great alternative option  for  testing when a suspect has washed  their hands 





behind  trace  evidence  examination  at  crime  scenes  and  also  applies  to  trace GSR  evidence. 
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Examples of  this principle  can be  seen  in  instances where a  suspect  can  transfer GSR after a 
firearm discharge to any surface they touch, including clothing, vehicles, walls, or other people.  
Identifying  the pattern of GSR particles at  the point of contact  for  the bullet provides 
another  important  forensic  application  of  determining  shooting  distance.  Researchers  have 




fired  at  a  long distance  from  the  impact points having  a  lower  concentration of GSR. As  the 
distance from the firearm to discharge increases, there will also be a significant increase in the 
size of the area where GSR will deposit. This phenomena is due to the GSR plume expanding out 
of  the barrel  in  the x,y, and z plane directions.  Identifying  the pattern of GSR dispersion after 
firearm  discharge  can  be  done  using many  of  the  colormetric  tests  discussed  earlier  in  this 
chapter.  
When  forensic  evidence  is  presented  in  court,  the  analyst who was  responsible  for 
interpreting  the  evidence  will  act  as  an  expert  witness  by  testifying  to  their  experimental 
findings. One of the most important parts of testifying in court as an expert witness is providing 
an explanation of the experimental data in a manner simple enough for the jury to comprehend. 
This  is especially  true  in  identifying unknown  trace elements such as GSR. To do  this,  forensic 
scientists  created  a  classification  system  to  simplify  results  of  trace  GSR  particle  analysis  to 
simplistic adjectives describing  the evidence. The  first design of  this  classification  system was 
done by Wooten et al4 in 1979 in his study of GSR from handguns. Wooten’s study is considered 





When GSR  is analyzed,  the detection of  certain elements  in  the primer will place  the 
data in a certain classification. Classifying evidence as “unique to GSR”  requires the detection of 
a  Pb‐Ba‐Sb,  Ba‐Sb,  Pb‐Ba‐Ca‐Si‐Sn,  or  Ba‐Ca‐Si‐S  particle  in  the  sample4.  Other  particles 
containing  only  some  of  the  particles  in  the  “unique  to GSR”  classification  are  placed  in  the 
“consistent with GSR” group. Such particles  include Pb‐Sb, Sb  (although very  rare), Pb‐Ba, Pb, 
and  Ba  if  S  is  not  present.  This  classification  group  describes  particles  that  are  less  likely  to 
originate solely from a GSR origin.  
  GSR  is not the only possible source of producing the particles found  in the “consistent 
with GSR”  category and  consequently  false positives  can  result. The most  common  source of 
false  positives  occurs  in  the  relatively  common  use  of  Ba  and  Pb  in  a  number  of  different 
manufacturing  and  automotive  jobs. Mechanics  are  commonly  exposed  to  barium  and  lead 
when dealing with car batteries, tires, and brake components9. Many construction workers and 
warehouse workers  that  interact with cartridge‐based  tools  like nail guns and staple guns will 
commonly test positive for GSR due to the similar construction of the primers in these tools with 
those with bullets. After  identifying  the possibility  for  false positives  in  testing, many  forensic 
labs  have  began  to  reevaluate  the  words  they  are  using  to  describe  GSR  evidence. 














































2 Laser Induced Breakdown 
Spectroscopy 
  Atomic emission  spectroscopy has become  the  cornerstone of analytical  chemistry by 
contributing  methods  of  identification  and  quantification  of  unknown  elements  present  in 
samples.  Many  different  analytical  methods  have  been  developed  in  this  subspecialty  of 
analytical  chemistry  including  Laser  Induced  Breakdown  Spectroscopy.  This  instrumentation 
uses pulses from a  laser to excite samples  into a plasma form and subsequently measure their 
emitted  radiation. This  technique has a wide variety of applications and  is at  the  forefront of 
many different areas of optical  spectrometry  research. The  following will describe  the  theory 
and  instrumentation  of  LIBS,  as  well  as  this  instrument’s  advantages,  disadvantages,  and 
applications in chemistry.  
2.1 Theory and Instrumental Design 
  The  theory behind LIBS came  from  the discovery of  the  fact  that optical  radiation can 
cause a dielectric breakdown  in molecules and elements1. This discovery came  in 1960, but  it 




be directly  sampled  after  exposure  to  the  laser  light, while  solid  and  liquid  samples work by 
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ablation. Ablation  is a process by which a small portion of a solid or  liquid material  is removed 
from  the  bulk  of  the  solid  or  liquid  by  converting  it  into  the  gas  or  plasma  phase  through 
vaporization.  In  LIBS,  ablation  produces  a  plume  of  vaporized materials  that  have  very  low 
concentrations  ranging  from micrograms  to nanograms. Because  solids  are  the most popular 
state of matter  for samples undergoing LIBS analysis, this  is the theory behind the majority of 
LIBS sampling. 
  The formation of the plasma by  laser  light excitation  is the most  important theoretical 
part of the LIBS instrumentation. First, a short duration pulse of radiation from the laser source 
hits  the  surface material.  The  energy  from  the  laser  pulse  causes  a  phenomenon  known  as 
“avalanche ionization”1 where the free electrons that are excited from the exposure to the laser 
pulse  are  accelerated  by  the  electric  fields  associated with  the  pulse  in  the  period  between 
collisions. Those  free  ions contribute  to a high  level of optical absorption by  the sample.  Ions 
form as  the  free electrons collect due  to  the  laser pulse, and  the consequent build up  in  free 
electrons continues acceleration, creating the “avalanche” effect. This effect also contributes to 
the  high  amount  of  heat  associated with  the  plasma, which  can  reach  temperatures  up  to 
10,000 K before reaching thermodynamic equilibrium3. Once this process reaches the minimum 
irradiance (power per unit area) needed to convert to plasma from whatever state of matter the 
sample  was  previously  in,  the  breakdown  threshold  will  be  exceeded  and  plasma  will  be 
formed1. 
  Plasma exhibits  similar physical properties of gases, and as  such will begin  to expand 
outward  as  the  size  of  the  plasma  increases.  The  expansion  of  the  plasma,  however,  is 
conducted at supersonic speeds in the form of an expanding shock wave2. As the plasma plume 




is  still  being  exposed  to  the  source  light,  causing  continued  absorption  of  radiation  by  the 
plasma and excitation. The excitation of the sample into the plasma state causes the individual 
elements  to occupy higher energy  states  than  the original ground  state. Each element of  the 
Periodic Table has discrete energy  levels  that electrons will occupy after being excited. Decay 
from these higher energy states is primarily accomplished through emission of electromagnetic 
radiation,  with  each  of  discrete  energy  levels  corresponding  to  the  emission  of  a  unique 
wavelength  of  light.  It  is  these  unique wavelengths  of  light  emitted  from  each  element  that 
makes it possible for LIBS to (theoretically) detect the presence of every element on the Periodic 
Table.  Figure  2.1  illustrates  a  database  used  in  physical  chemistry  to  detail  the  emission 









The  cooling  and  relaxation  of  these  excited  species  can  also  occur  by  a  number  of  different 
processes,  including collisions with other gas molecules, quenching, recombination of  ions and 
free electrons, heat, and radiation[4]. 
  A  couple  of  important  optical  phenomena  are  associated with  the  LIBS method  that 
directly  impact  the  way  the  instrument  is  set  up  and  the  spectra  is  produced.  The  first 




of  the  sample  to  cause  further  ablation2.  Another  source  of  plasma  shielding  includes 
surrounding gas elements absorbing the  light themselves, such as  in argon and helium vacuum 
systems.  Plasma  shielding  can  result  in minimizing  the  concentration  of  the  analyte  that  is 
ablated  into  the  plasma  phase,  consequently  limiting  the  amount  of  analytically  significant 
radiation emitted. 
The  second  phenomenon  is  the  Stark  effect,  a  phenomenon  that  occurs  due  to  the 
presence of the free electron field formed after exposure to the laser pulse. Collisions with the 




















for  the  free  electron  density  to  shrink.  The  effects  of  Bremsstrahlung  radiation  on  the 
experimental data will be discussed in detail in Chapter 3.  
The LIBS  instrumentation, show  in Figure 2.23, has a very simple design that makes  it a 
stationary  or  portable  instrument.  The  laser  excitation  source  can  vary  depending  on  the 
particular  analyte  or  method  in  question,  but  the  majority  of  LIBS  experiments  utilize  the 




offers  the  highest  power  density,  higher  possible  plasma  temperatures,  and  increase 
absorption1.  Using  the  higher  1064  nm  harmonic  of  the  Nd:YAG  laser  also  benefits  the 
experimental design  in that 1064 nm  is out of range of most detectors used  in LIBS. Using 532 
nm  lasers  opens  up  the  possibility  for  the  detector  to  collect  laser  light  reflected  from  the 
source, thus  interfering with possible emission wavelengths around 532 nm. Q‐switched  lasers 
are most often used due to their ability to produce a pulsed beam with very high output power.  
Some more expensive setups  for LIBS will also  include a second  laser, with  the hope  that  the 
double  laser  source  LIBS will  be  able  to maintain  the  plasma  by  exciting  the  plasma  region 
again3. 
A  focusing  lens  is used  to  take  the  collimated  laser  light and  focus  it on a very  small 






the  fiber optic without a  lens, so  that  the optic can be placed  in an optimal position  for each 
different location on the sample surface.  
The  collected  light  travels  through  the  fiber  optic  until  it  reaches  the  wavelength 
selector. Spectrophotometers are then used to disperse the emitted radiation on the focal plane 
for analysis by the CCD camera detector. Due to the fact that there are very small wavelength 





in  LIBS.  CCD  cameras  are  the  typically  used  detector  due  to  their  high  resolution  and  two 
dimensional  structure,  but  alternative  one  and  two  dimensional  setups with  photomultiplier 
tubes and photodiode arrays have also been used as well2. Most LIBS detectors are optimized by 
using  a  combination  of  electronic  components  that  ensure  spectra  are  only  taken  when 
analytically  significant emissions  are present. These  components  include  a pulse  generator,  a 
controlled shutter located in front of the detector, and trigger for the detector to take spectra. 
When  all  three of  these  parts work  together  in unison,  the detector  is  safe  from potentially 
harmful  “white  noise”  radiation  and  clear  spectra  can  be  seen  after  the  Bremsstrahlung 
radiation has  subsided. The  importance  “gated” detectors will be discussed  in more detail  in 
Chapter 3.  
A  spectrum  from LIBS  is displayed by computer  software as a graph of wavelength of 
emission on the x‐axis and intensity (with counts as an arbitrary unit) on the y‐axis. As previously 
stated,  the  optimum  method  for  obtaining  good  spectra  with  easily  distinguishable  analyte 
emission peaks is to gate the detector to start integrating after the electron density goes down, 
which  is normally  around  10‐1000 ns3.    Interpretation of  the  spectra  involves  identifying  the 
most abundant peaks on  the  spectrum by  their wavelength. Databases  like  the US Army  LIBS 
Elemental Database  can  be  used  to  identify  experimental  spectrum  peaks  to  those  found  in 
previous  literature  to help  identify  the element’s  specific emission wavelength and  ionization 
state4.  
2.2 LIBS Advantages and Disadvantages 
There are a great number of advantages in using LIBS as a method for atomic emission 
spectroscopy.  The  first,  and  arguably  most  important,  is  that  LIBS  requires  no  sample 
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possibility for multiple analyses on the same sample, even  in samples of  low concentration.  In 
addition, using a focusing lens can make it such that spatial distribution of the craters can open 





preparation.  Sample  preparation  serves  the  purpose  of  creating  a  purified  and  homogenized 
sample  for analysis. The ablation process of LIBS doesn’t account  for  inhomogeneous samples 
and thus can hurt the significance of the analytical results found from this method. This problem 
with  homogeneity  is  exacerbated  by  the  fact  that  LIBS  is  a  point  detection  method1  and 
problems with the bulk sample non‐uniformity can contribute to poor figures of merit. Precision 











corresponding  to  specific  elements.  These  higher  concentrations  limit  LIBS  analysis  to  trace 
elements and reduce the possibility of ultratrace analysis.  
Surface  contamination  on  solid  samples  can  also  cause  problems  in  LIBS  due  to  the 
ablation  not  forming  plasma  of  the  true  elemental  composition  of  your  analyte.  Since  all 
elements will emit  light when excited,  contamination of  the  sample  that has a  concentration 
around that of the analyte can  falsely  indicate that other elements are present  in the sample. 
Instruments that don’t have very high resolution can also show peak broadening when emission 
from contaminant elements emit around the same wavelength as analyte emission.  
The  last  major  concern  with  LIBS  is  the  safety  concerns2.  LIBS  instrumentation,  as 
previously stated, primarily uses  the 1064 nm  fundamental wavelength as  the  laser excitation 
source. While  this wavelength provides better  spectra,  the  fact  that  it  is  in  the non‐visible  IR 





source  radiation  can bring a  level of danger  to  the user and  should be  considered whenever 
samples are analyzed. 
2.3 Experimental Applications 
LIBS has been used for elemental analysis  in many different kinds of matrices over the 
past  couple  decades.  The  primary  focus  of  LIBS  research  and  literature  has  centered  on  the 
detection of certain metals in a number of different matrices. This focus is due to LIBS being an 
elemental detection method and not a molecular detection method. The overwhelming majority 
of  the matrices where  LIBS analysis has been done on metals are  specifically  focused on  the 
environment and  the detection of  toxic metals  in various parts of  the environment. Research 
applicable to this thesis has also been conducted in analyzing GSR with LIBS.  
Having  no  sample  preparation  makes  environmental  testing  perfect  for  LIBS 
instrumentation because  it allows  researchers  to analyze samples both  in  the  field and  in  the 
lab. Examples of  the numerous  types of environmental  testing  include Gondal et al. analyzing 
contaminants  found  in  lipstick5,  Siddiqui  et  al.  analyzing  trace metals  from  organic wastes6, 
Godoi  et  al.  analyzing  the  metals  found  in  the  production  of  children’s  toys7,  and  Li  et  al. 
evaulating experimental parameters on the analysis of elements in coal5,8 . These four examples 
were  selected  from  the  hundreds  of  publications  involving  LIBS  and  elemental  analysis  from 
environmental matrices. One of  the best examples of  the  application of  LIBS  in  the  field has 
















exceeded  the  blank  by  3σ. Dockery’s  conclusion  was  that  the  method  wasn’t  optimized 
completely at the time, but that the simulations proved that the error rates could be improved 
with more research.  
Rosenberg  et  al.  authored  the  second  publication  on  GSR  detection  with  LIBS,  but 
focused on GSR  lifetime studies with LIBS  instead of GSR  identification11. His publication used 
the same sampling method as Dockery’s, but used Ba  (II) emission at 455.403 to establish the 















still  tested  positive  and  that  the  false  positive  theory  was  confirmed.  Positive  results  were 
identified by emission peaks  from Ba and Pb. This  setup  for using LIBS as a  screening  for  the 
presence of GSR is the optimal setup in literature today.  
Although  these  three  authors  have made  tremendous  strides  in  applying  LIBS  to  the 
detection of GSR, a void still remains in the literature. All of the authors have done their studies 
on bullets  that have  lead‐based primers. While  this  type of ammunition  is currently  the most 
popular,  the  environmentally  friendly  lead‐free primers  are beginning  to  grow more popular. 
While  literature  is currently available that  looks at  lead‐free primers with SEM, no publications 









































3 Analysis of Lead-free GSR Using LIBS 
  At the end of Chapter 2, the void in GSR detection research using LIBS was identified for 
those types of ammunition that are classified as “lead‐free” or “environmentally‐friendly.” This 





1. To  develop  the  Ole  Miss  Department  of  Chemistry  and  Biochemistry’s  first  LIBS 
instrument.  
2. To  obtain  standard  and  sample  spectra  of  GSR  from  both  lead‐based  and  lead‐free 
primer components.  
3. To  identify whether or not emission  lines from Gd  in  lead‐free RUAG SINTOX® primers 
could serve as an elemental tracer specific to this type of ammunition.  
Literature  currently exists applying other analytical methods  to  the detection of  lead‐free 
GSR,  including  SEM‐EDX1  and  X‐ray  microfluorescence2,  but  LIBS  research  has  never  been 
published on  this  specific  lead‐free GSR  application.  Successful  identification of  the  elements 






















publications  detailing  the  specific  emission  lines  characteristic  of  those  elements  using  LIBS6. 
Because each element has been successfully identified by LIBS emission lines in other matrices, 







Physical  Chemistry  Group  in  the 
Department  of  Chemistry  and 
Biochemistry.  The  excitation  source 
used was a Continuum Surelite Nd: YAG 
laser operating  at 1064 nm  at 1.36  kV 
with  a  250  µs  Q‐switch  delay.  Each 

















  A  tape‐lift  method  was  used  to 
collect all samples during this experiment. 
The sample surface was constructed using 
a  piece  of  black  plastic  cut  to  fit  the 
clamps on the optic stand. The plastic was 
covered  on  the  sampling  side  first  with 
Scotch® double sided tape, then with 3M 
5490  PFTE  extruded  film  tape.  The  3M 
tape  was  chosen  as  the  outer  tape  to 
sample with due to its low emission background7.  















the  thumb, were  those described  as  the highest  areas  for GSR deposition by  Schwoeble  and 
Exline8. Each location had multiple contacts with the tape and the sample was immediately put 
into a  clean beaker and  sealed with Parafilm after  sampling. Each  sample was placed on  the 
sample  holder  and  twenty  pulses  from  the  laser were  fired  on  the  sample  surface  and  the 
spectrum from those twenty pulses was analyzed.  
  Standard  spectra was also  taken  for  several of  the elemental  components of  the GSR 
samples,  including  a  Ba  (FischerScientific  Standard),  Pb  (FischerScientific  Standard),  Zn 
(FischerScientific Standard), and Gd (SigmaAldrich Standard) spectrum. The Zn and Pb standards 
were  in a strip form that made  it possible to mount  it directly on the sample holder, while the 
Gd  and  Ba  crystalline  structures  required  the  standards  to  be  placed  on  the  same  type  of 
adhesive  surface  as  the  GSR  samples.  Twenty  laser  pulses  were  also  taken  of  each  of  the 
standards and the spectra from each standard was analyzed.  
3.3 Results and Discussion 
  Fig. 3.4 shows representative spectra from each of the standards and samples. Each of 
these  standards  and  samples  was  analyzed  and  the  emission  lines  that  were  both 
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  There  is  a  clear  difference  in  the  signal‐to‐noise  ratio  of  the  spectra  taken  from  the 
standards and the samples. For all the standards (except Gd) the primary emission lines can be 
identified very clearly. The hand blank showed a strong peak of Na at Na(I) 588 nm. This peak 
was  also  found  in  hand  blanks  of  other  literature7,9.  For  the  lead‐based  GSR  elemental 
component  standards,  emission  lines  identified  that  correspond  with  emission  lines  from 





  The  standard  for  Gd  had  no  emission  lines  that  corresponded  to  any  literature  or 
database emission  lines. The  lack of emission  lines  in this standard spectrum can be explained 
when  consideration  is  taken  into  what  the  literature  emission  peaks  for  Gd  are  and  what 
equipment was used in the LIBS apparatus. Gd has several different emission lines located at Gd 
(I):  453.781  nm,  Gd  (II):  288.133  nm,  302.760  nm,  335.047  nm,  335.862  nm,  336.223  nm, 
339.512  nm,  341.695  nm,  341.873  nm,  342.247nm  ,  343.299  nm,  346.899  nm,  and Gd  (III): 














confidence. The source of  this continuum emission  is  the Bremsstrahlung  radiation associated 
with  the  initial  ablation  of  the  sample  material  and  formation  of  the  plasma.  As  stated  in 
Chapter 2, Bremsstrahlung radiation  is formed by collisions with the high density free electron 
field  in  the  plasma  causes  emission  of  radiation  near  the  same  resonant wavelength  as  the 
emission that is analytically useful. In the lead‐free and lead‐based sample spectra, this radiation 
results  in  the high  intensity noise  that makes  identification of any specific elemental emission 
line  impossible.  This  Bremsstrahlung  radiation  is  exacerbated  in  the  samples more  than  the 
standards due to the high density of the electron field of multiple elements  instead of a single 
element,  causing  the  continuum  emission  to  be  much  higher  the  sample  spectra  than  the 
standard  spectra10.  The  background  continuum  also  caused  the  detector  to  not  be  able  to 
acquire  emission  immediately  after  the  continuum  emission  due  to  the  detector  having  to 
recover from saturation.   
  The issue of the continuum emission from the Bremsstrahlung radiation was addressed 
in  the  LIBS  literature  by  using  a  detector  that  has  the  ability  to  control  the  time  of  data 






able  to acquire emission spectra without any continuum  radiation  interference7,9. Using  these 
parameters  with  the  detector  used  in  this  thesis  is  not  possible  because  the  time  control 
function of the Ocean Optics Spectrometer can only delay data collection  in millisecond units, 
not microseconds. Delaying the data collection in milliseconds would miss the analytically useful 
emission  lines  all  together,  while  not  delaying  the  data  collection  causes  saturation  of  the 
detector  by  continuum  radiation  and  the  formation  of  a  spectrum  that  has  no  analytically 
significant  emission  lines.  This  problem  with  the  lack  of  time‐sensitive  data  acquisition 
demonstrates  that  the  detector  used  in  this  thesis  didn’t  have  the  ability  to  take  adequate 
spectra and needs to be replaced.  
3.4 Conclusions 
  This  thesis  outlined  three  overall  goals:  building  Ole  Miss  Chemistry’s  first  LIBS 
instrument, obtaining useful spectra of lead‐based and lead‐free GSR samples, and determining 
whether  Gd  can  be  used  as  a  forensic  tracer  in  GSR  analysis.  The  construction  of  the  LIBS 
instrument  from  the  available  components  was  an  overall  success.  The  spectra  from  the 
standards  exhibited  emission  lines  that  matched  those  found  in  previous  LIBS  literature, 
however, the continuum background  in the GSR sample spectra made  it  impossible to  identify 
emission  lines  from  elements making  up  the  primer  residues. Gd was  determined  to  not  be 
useful as a forensic tracer element in this thesis’ LIBS setup due to the majority of Gd emission 
lines occurring in the UV region. To accomplish these goals in the future of this project, it will be 
necessary to replace the current detector with a detector that can do timed data acquisition in 
the microsecond range, as well as analyze sample light emission in the UV and IR regions.  
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